
 
 

SPECIFICATION GIGABLUE ULTRA UE 

 

 

 

HYBRID- HDTV TWIN LINUX receiver mit DVB-S/S2, DVB-C/C2, DVB-T/T2, IPTV, HBBTV 
options 

Brandneuer HD Receiver setzt Maßstäbe! Die GigaBlue Ultra lässt keine Wünsche offen… 
Das neue Modell - ultrastark und ultraleistungsfähig. GigaBlue Ultra UE heißt das neue Modell von 
GigaBlue. Im gewohnten edlen Design bietet der neue leistungsstärkere Prozessor ein hochauflösendes 
Videomaterial und schnelle Umschaltzeiten. Ein eingebauter DVB-S2 kann optional durch einen weiteren 
DVB-C, DVB –T/T2 oder DVB –S/S2 erweitert werden und somit in der Twin oder Combovariante genutzt 
werden. Des Weiteren können Sie durch die vorhandene LAN Schnittstelle oder mit dem optional 
erhältlichen Wifi Stick ihren Receiver direkt mit dem Internet verbinden lassen und zahlreiche 
Erweiterungen genießen. 
 

• Schneller Prozessor mit 512MB DDR3 RAM 
• 2" Farbdisplay 
• 2 x USB (1 front + 1 back) 
• 1 x HDMI 
• 1 x e-SATA 
• 1 x PnP Tuner (DVB-C/T2/S2) 
• Optical 
• RS-232  
• Ethernet (RJ-45/100Mbps) (GigaBit Optional) 
• WLan Optional (300Mbps) 
• 1 x CI Slot 
• 2 x Smart Card 
• Plugin Service, Webbrowser, IPTV 
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1.1. Specification 
 
1.1.1. Hardware Specification 
 

 FRONT SPEC 

Basic system configuration Comments 

LED 1 x LED Bar (Dual Color Red/Blue) 
1 x Blue LED ( IR ) 

IR  1 x IR  
KEY 8 x Button 
SMART CARD 2 x SMART CARD 
CI 1 x CI 
USB 1 x USB 

 

 REAR SPEC 

Basic system configuration Comments 

Satellite Tuner INPUT 1 x RF Connector 
Composite/Component 1 x RCA JACK 
SPDIF 1 x Connector (Optical) 
ETHERNET+USB 1 x Connector  
HDMI 1 x Connector 
Power Switch 1 x Switch [ on/off ] 
DC JACK 1 x Connector 
RS-232 1 x Connector (Male) 
External Tuner 1 x PuP Tuner (Option DVB-S2, DVB-T2, DVB-C2) 

 
 Processor & HDTV Decoder 

 
Processor Comments 

BCM7362 2K DIMIPS 750MHz CPU 
128KB L2 Cache, 4K RAC 
Integrated DVB-S/S2 TUNER / Demod 
324 Mpixel/s 2D GPU 
AVC/MP2/VC-1 1080p30 Decode 
1080p60 Display  
Advanced Security Core 
Serial/Parallel NOR & NAND I/F's 
Dual USB 
SATA II I/F 
HDMI Output 
19x19 PBGA 
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 RAM 

Memory  Comments 

DDR MEMORY 1EA x 512Mbyte DDR3 
Key component HYNIX H5TQ4G63CFR-RDC or equivalent 
Package 78-FBGA 

 

 Flash 

Size Comments 

NAND FLASH 1 x 256MByte SLC  
Key component SPANSION S34ML02G100TFI000 or equivalent 
Package 48pin TSOP  

 
 RF Front End 

Elements Comments 
System DVB-S/S2 , QPSK & 8-PSK  
Input frequency range 950 ~ 2150MHz 
Input signal level -25 ~ - 65dBm 

Input Symbol rate QPSK : 1~45Msps 
8PSK : 10~30Msps 

RF Input connector F-Type, IEC 169-24 Female 
LNB Power Vertical 13V / Horizontal 18V, Current Max500mA 
22KHz Tone Frequency:22±2KHz, Amplitude:0.6±0.2v 
DiSEqC Version 1.0 & 1.2 Compatible, USALS 

FEC Decoder QPSK : 1/2, 3/5, 2/3, 3/4, 4/5, 5/6, 8/9, 9/10 
8PSK : 3/5, 2/3, 3/4, 5/6, 8/9, 9/10 

 

 Power Supply 

Type Comments 

ADAPTOR 12V/3A , Wall Mount Type 
 

AC Characteristic Parameter Comments 

Power Output : Max.36W GO298E-120-300 

Input Voltage 90 ~ 264Vac  
Input Frequency 47 ~ 63Hz  

 
 

 FRONT LCD 

Element Comments 

Component 2inch TFT LCD 
Pixel 65K Color 
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 Common Interface 

Element Comments 

Slot 1-Slot, PCMCIA 
CI Controller Built-in inside BCM7362 

 
 

 SMART CARD  

Element Comments 
Slot 2-Slot 
Driver TDA8024 
Standard ISO 7816 

         

 
 HDMI Interface 

Element Comments 
Connector type TYPE A 
Driver Built-in inside BCM7362 
Function HDMI 1.4a 
Package 19Pin 

         

 RS-232C Interface 

Element Comments 
Connector type Male 9-pin D-type 
Baud Rate Max. 115200 
Driver ILX232 

 

 Digital Audio Output 

Element Comments 
Connector type Optical  
SPDIF Output IEC60958 / IEC61937 

 

 USB 

Element Comments 

Component Built-in inside BCM7362 
Function High Speed 2.0 
Package Type A 
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 ETHERNET 

Element Comments 

Component Built-in inside BCM7362 
Function 10/100Mbps, USB GigaBit Optional 
Function Optional Gigablue USB Wifi 300Mbps 
Package RJ45 w/2LED 

 
 SATA Interface 

Element Comments 

Component Built-in inside BCM7362 
Function SATAII 
Support 2.5inch HDD (Option) 

 
 Component Video Output 

Element Comments 
Connector RCA JACK 
Video  Analog HD YPbPr  

 RCA Audio/Video Output 

Element Comments 

Video 

Output CVBS 
Standard PAL-B/G or NTSC 
Impedance 75ohm 
Output level 1Vp-p +/- 10% @75ohm 
S/N CCIR567 Wgtd > 56dB 

Audio 

Output 1 Stereo L/R (volume adjustable) 
Output 2 Stereo L/R (volume adjustable) 
Source 
impedance 300ohm < Z < 1Kohm 

Output level 2Vrms @ max volume 
Distortion  < 1% 
Frequency 
response 20Hz ~ 19.5KHz  +- 3dB 

S/N 20Hz ~ 19.5KHz  > 70dB @ max volume 
Crosstalk  > 60dB 

 
 Remote Control Unit 

Element Comments 
Type Single mode RCU 
Frequency 38KHz 
Code NEC 
Key TBD 
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 Mechanical 

Element Comments 
W x D x H (mm) 280 x 210 x 55 
Weight TBD 
Color Black 
AC On/Off Switch 1-pole(2-pin) at rear side. 

 
 Accessory 

Element Comments 
User Manual  
12V / 3A Adaptor  
RCU  
Battery 2 x AAA type 
SATA Cable  
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System GigaBlue HD ULTRA UE 
CPU BCM7362 
FLASH NAND: SLC 256MB 
RAM DDR-3, 512MB 
Dimensions  280mm x 230mm x 55mm 
Front   
IR Receiver 1 x IR 
Button 8 x Button 
Indecater LED 2 x LED 
Front Display 2.0TFT Display 
USB 2.0 1 x USB Host 
CI-Modul 1 x CI Slot 
Smart Card 2 x S/C Slot 
Rear   
DVB -S2 IN 1 x Input 
DVB -S2 OUT 1 x Loopthrough 
PnP Tuner 1 DVB-C/T/S2 
PnP Tuner 2 not used 
Scart not used 
3x2 RCA Composite, Component, Audio L/R 
HDMI 1 x HDMI Output 
E-SATA not used 
USB 2.0 1 x USB Host 
S/PDIF 1 x Optical 
RS-232 1 x RS-232 
Ethernet 1 x RJ45:100Mbps 
Power Switch 1 x I/O Switch 
DC Input Jack 1 x Jack 
Power   
E-PSU 12V/3A 
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